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Technical	  Data	  Sheet	  
	  

Product:	  	   Repela® 	  Combi	  
Composition	  (%	  w/w):	  

EVA	  Resin	  	  	  
Repela	  Actives	  

	  
≤	  90%	  
≥	  10% 

	  
	  
PARAMETER	   SPECIFICATION	  

Physical	  State:	   Pellets	  

Color:	   White	  to	  Off-‐White	  or	  Orange	  

Actives	  Content:	   10.0	  –	  10.1%	  

Melt	  Temperature:	   ~	  87°C	  	  (189°F)	  

Softening	  Point:	   ~59°C	  	  (138°F)	  

Decomposition	  Temperature:	   ~	  210°C	  	  (410°F)	  

Vinyl	  Acetate:	   18%	  

Rate	  of	  Usage	  
If	  primary	  target	  is	  insects:	  1	  –	  3%	  	  
If	  primary	  target	  is	  rodents:	  3	  –	  5%	  

	  
NOTES	  
Recommended	  Usage	  Rate	   Every	  application	  is	  unique.	  Therefore	  our	  recommended	  usage	  rate	  is	  only	  a	  

suggested	  starting	  point.	  The	  best	  rate	  will	  be	  determined	  through	  
experimentation.	  	  
	  

Decomposition	  
	  

Decomposition	  temperature	  refers	  to	  the	  EVA,	  not	  to	  the	  actives.	  Active	  
decomposition	  occurs	  at	  more	  than	  340°C	  
	  

Recommended	  Storage	   Store	  in	  air	  tight	  containers	  in	  cool	  and	  dry	  place	  away	  from	  light	  &	  heat	  	  

Handling	  	   Stir	  well	  before	  use.	  Avoid	  contact	  with	  skin	  and	  eyes.	  

Shelf	  Life	   Best	  before	  24	  months	  from	  the	  date	  of	  manufacturing	  under	  specified	  
storage	  conditions	  

	  

	  


